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Facility General Information

Section 1:  Facility Identifactio

a.)  County Code: 089 b.)  Plant ID: 00053

c.)  Facility Name: TE PRODUCTS PIPELINE CO., LIMITED PARTN.

a.)  Source Address: 1850 DIVISION STREET          

b.)  Source City and Zip Code: GRIFFITH,   46319    

Corporate Name: TEPPCO                                  

Mailing Address:                               

Mailing City, State, Zip Code: ,                

Section 3:  Mailing Address:

UTM Vertical: 4599.7 UTM Horizontal: 464.7

Section 4:  Source Location

Latitude: 413259 Longitude: 872524

Section 5:  Industrial Classificatio

Primary NAICS Code: 48691 

Primary SIC Code: 4613

Section 6:  Contact Informatio

Emissions Contact Official and Title:NICK SCHROEDER, ENV COORD       

Emissions Contact Phone Number: (812) 522-2569

Emissions Contact Fax Number: (812) 522-1298

Emissions Contact E-Mail Address:

Year of Inventory: 2002

Date Updated

Signature:

Section 2:  Physical Address:

General facility information to review and update (please use red or blue ink to update).

Pipeline Transportation of Refined Petroleum Products

Refined Petroleum Pipelines

a.)

b.)

c.)

b.)

a.)

a.)

b.)

a.)

b.)

c.)

d.)

e.)
f.)

g.)
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Stack Parameters

a.) b.) c.) d.) e.) f.) g.) h.)

Stack Information to Review and Update (please use red or blue ink to update).  Use a blank form to add 
stacks.

Section 7:  Stack Information

ID # Description Height
(ft)

Diameter
(ft)

Flow
(acfm)

Temp
(f)

UTM 
Vertical or 

Latitude

UTM 
Horizontal 

or 
1 TANK 5401                48 1 0 77 413259 872524

2 TANK 5402                0 0 0 77 413259 872524

3 TANK 5403                0 0 0 77 413259 872524

4 SPILLS                   0 0 0 40 413259 872524

5 TANK 5404                0 0 0 77 413259 872524

6 TANK 5405                0 0 0 77 413259 872524

7 TANK 5462                0 0 0 77 413259 872524

8 TANK 5463                0 0 0 77 413259 872524

9 TANK 5461                0 0 0 77 413259 872524

12 PLANT FUGITIVE EMISSIONS 0 0 0 0 413259 872524

Group/Process/Emissions Information
Please complete information for Groups, Processes and Emissions (please use red or blue ink to 
update). All highlighted items must be completed.  Use a blank form to add groups, processes, and 

a.)  Group Number: 001 b.)  Description: TANK 5401                
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: TK5401 GASOLINE-STANDING 

c.)  Source Classification Code (SCC): 40400161 d.)  Units: 1000 Gallon-Years Gasoline Storage Capac

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420.    

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: TK5401 GASOLINE-WITHDRAWL

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: TK5401 NAPHTHA-STANDING  

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0
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Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: TK5401 NAPHTHA-WITHDRAWAL

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: TK5401 RAFFINATE-STAN    

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 6 b.)  Description: TK5401 RAFFINTE-WITHDRAWA

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0
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Section 10.  Process Information
a.)  Process Number: 7 b.)  Description: TK5401 TOLUENE-WITHDRAWAL

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 8 b.)  Description: TK5401 TOLUENE-STANDING  

c.)  Source Classification Code (SCC): 40400161 d.)  Units: 1000 Gallon-Years Gasoline Storage Capac

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

a.)  Group Number: 002 b.)  Description: TANK 5402                
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: TK5402 RAFFINATE STANDING

c.)  Source Classification Code (SCC): 40400161 d.)  Units: 1000 Gallon-Years Gasoline Storage Capac

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: TK5402 RAFFINATE-WITHDRAW

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: TK5402 NAPHTHA-STANDING  

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0
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Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: TK5402 NAPHTHA-WITHDRAWAL

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: TK5402 TOLUENE-STANDING  

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 6 b.)  Description: TK5402 TOLUENE-WITHDRAW  

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0
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Section 10.  Process Information
a.)  Process Number: 7 b.)  Description: TK5402 MTBE-STANDING     

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 8 b.)  Description: TK5402 MTBE-WITHDRAW     

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

a.)  Group Number: 003 b.)  Description: TANK 5403                
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: TK5403 JET A KER-STANDING

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 3 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 9999.9  

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3 000       VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: TK 5403 JET A KER-WITHDRW

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 3 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 9999.9  

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3 0         VOC      0

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: TK 5403 FUEL OIL-STANDING

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 3 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0
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Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: TK 5403 FUEL OIL-WITHDRAW

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 3 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

a.)  Group Number: 004 b.)  Description: SPILLS                   
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: SPILLS                   

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Throughput                 

e.)  Stack Number: 0 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.0     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 2           VOC      0

a.)  Group Number: 005 b.)  Description: TANK 5404                
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: TK 5404 FUEL OIL STANDING

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: TK 5404 FUEL OIL WITHDRAW

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

a.)  Group Number: 006 b.)  Description: TANK 5405                
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information



Emissions Statement -  Page 12 of 17089-00053     TE Products Pipeline Company, Limited Partnership

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: TK 5405 GASOLINE STANDING

c.)  Source Classification Code (SCC): 40400161 d.)  Units: 1000 Gallon-Years Gasoline Storage Capac

e.)  Stack Number: 6 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: TK 5405 GASOLINE WITHDRAW

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 6 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: TK 5405 TOLUENE STANDING 

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 6 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0
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Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: TK 5405 TOLUENE WITHDRAW 

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 6 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

a.)  Group Number: 007 b.)  Description: TANK 5462                
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: TK 5462 GASOLINE STANDING

c.)  Source Classification Code (SCC): 40400161 d.)  Units: 1000 Gallon-Years Gasoline Storage Capac

e.)  Stack Number: 7 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 7           CO       0
NITROGEN DIOXIDE 7           NO2      0
PARTICULATE MATTER 10 7           PM10     0
TOTAL PARTICULATE MATTER 7           PT       0
SULFUR DIOXIDE 7           SO2      0
VOLATILE ORGANIC COMPOUNDS 3           VOC      0
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Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: TK 5462 GASOLINE WITHDRAW

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 7 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

a.)  Group Number: 008 b.)  Description: TANK 5463                
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: TK 5463 GASOLINE STANDING

c.)  Source Classification Code (SCC): 40400161 d.)  Units: 1000 Gallon-Years Gasoline Storage Capac

e.)  Stack Number: 8 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 7           CO       0
NITROGEN DIOXIDE 7           NO2      0
PARTICULATE MATTER 10 7           PM10     0
TOTAL PARTICULATE MATTER 7           PT       0
SULFUR DIOXIDE 7           SO2      0
VOLATILE ORGANIC COMPOUNDS 3           VOC      0
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Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: TK 5463 GASOLINE WITHDRAW

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 8 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: TK 5463 KEROSENE STANDING

c.)  Source Classification Code (SCC): 40400160 d.)  Units: 1000 Gallon-Years Liquid Storage Capacit

e.)  Stack Number: 8 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: TK 5463 KEROSENE WITHDRAW

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 8 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0
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a.)  Group Number: 009 b.)  Description: TANK 5461                
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: TK 5461 GASOLINE STANDING

c.)  Source Classification Code (SCC): 40400161 d.)  Units: 1000 Gallon-Years Gasoline Storage Capac

e.)  Stack Number: 9 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 7           CO       0
VOLATILE ORGANIC COMPOUNDS 3           VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: TK 5461 GASOLINE WITHDRAW

c.)  Source Classification Code (SCC): 40400116 d.)  Units: 1000 Gallons Gasoline Throughput        

e.)  Stack Number: 9 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 420     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0

a.)  Group Number: 012 b.)  Description: FUGITIVE EMISSIONS       
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: FUGITIVE EMISSIONS       

c.)  Source Classification Code (SCC): 40400151 d.)  Units: 1000 Gallons Petroleum Liquid Transferre

e.)  Stack Number: 12 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.0     

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 3           VOC      0


